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Press release

New connecting elements by Lamello
Lamello, specialized in wood joining systems, expands its program with another new connecting element 
Clamex – the Lamello clamping element
The Lamello clamping element Clamex is another addition to the Lamello joining system. Knock-down constructions are now possible with the Lamello system. Clamex can be used for aesthetic solutions for demountable furniture, mitre joints from 60°-180°, frame constructions, joints to walls or already installed objects, double floors or back walls, surface, corner and middle wall jonts in all wood and wood composites or room-dividers. Clamex Is available in two versions: Clamex S-11 with plastic lever and Clamex S-18 with metal lever.
Clamex with plastic lever für den durchschnittlichen Gebrauch wie z.B. für zerlegbare Konstruktionen beim Transport und ein- oder zweimaligen Auf- bzw. Abbau oder als Spannhilfe beim Verleimen.

Clamex with metal lever ist für den Dauereinsatz geeignet wie z.B. für Messestände, für noch höhere Kraftübertragung oder aber um Werkstücke kräftig zusammen zu ziehen bzw. zu spannen.

The main advantages of Clamex connector are: 
· Fast and easy installation, even with a hand tool
· No protruding parts in the surface, element can be pre-installed in the workshop and can be quickly assembled on site.

· Minimal opening (Ø = 6 mm) to close or open the connection, no large, unaesthetic cover caps

· Only one connector for many applications (many angles).

· Mitre angles from 30 – 150° can be accomplished easily and efficiently.

· No danger of torsional movement even if only one clamping element is used.

· No additional positioning elements necessary. Clamex both connects and levels out, additional dowels for strength and positioning fall away. 

· Both workpieces can be cut with the same tool and the same setting.
· Possible to install with any Lamello biscuit joiner Clamex is an optimal addition to the existing program of Lamello joining elements enriches it with additional uses and applications. The connector is made of high-quality fiber-glass reinforced plastic. 

A specific property of the Clamex is the lateral tolerance of +/- 1.25 mm which means the connector can make up for small inaccuracies when installing the parts by hand. Once the Clamex is pushed together fully small teeth on both sides of the positioning studs prevent further lateral movement of the workpieces.
Installation of  Clamex

For fast and precise installation an 8mm cutter with reversible blades is available enabling to cut the 8mm groove in one going. This cutter fits into any Lamello machine.

Also available is the handy drill jig which is necessary for drilling the holes precisely parallel to the joint. The drill jig is pushed into an already cut groove and works with any angle from 35-90°. Drilling the hole this way is easy, fast and precise.

Both parts of the Clamex are pushed into the grooves and fastened with screws. The screws are installed at an angle of 40° which significantly increases the pull out resistance.

After joining the workpieces it is possible to open and close the connection with a Torx-key through the 6mm hole as often as required.

Clamex is aesthetic in its appearance, easy in its installation and flexible its applications.
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